




OP-S8OP-S8OP-S8

HIGH RESISTANCE AND SMALL 
S IZE

T h e  O P - S 8  c h a i r  h a s  a  c o m p l e t e l y  e l e c t r i c a l 

s y s t e m  f o r  t h e  m o v e m e n t  o f  t h e  f o o t r e s t 

a n d  l e g r e s t ,  w h i c h  i s  s y n c h r o n i z e d .

T h e  l e g r e s t  i s  c o n c a v e  t o  h o l d  t h e  p a t i e n t s 

c a l v e s  f o r  g r e a t e r  c o m f o r t  a n d  r e l a x a t i o n .

T h e  r a n g e  o f  t h e  b a c k r e s t  m o v e m e n t  g o e s 

f r o m  8 0 º  t o  t h e  Tr e n d e l e n b u r g  p o s i t i o n .

< FOOTREST, 
LEGREST AND 
BACKREST >

A  P R E C I S E  S Y S T E M

A  p e d a l  f a c i l i t a t e s  t h e  p e r f e c t  c o n t r o l  o f  t h e  c h a i r.  I t  a c t i v a t e s 

t h e  u p  / d o w n  a n d  i n c l i n a t i o n  m o v e m e n t s .  I t  h a s  t w o  m e m o r i e s 

f o r  u s e r  p e r s o n a l i z a t i o n .



The OPTOMIC OP-S8 chair is designed and manufactured using the best materials and most modern technologies. OPTOMIC’s philosophy 

is based on the idea that both patient and doctor must be able to find a comfortable and safe position, to avoid unnecessary fatigue 

during an examination or surgical treatment.
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 OP-S8
UP / DOWN MOVEMENT    

BACKREST AND LEGREST MOVEMENT

PROGRAMMABLE MEMORIES

MOVEMENT CONTROL      

UPHOLSTERY

FIRE PROOF CLASS 

FOOTREST

ARMRESTS

HEADREST 

CHAIR ROTATION 

TRENDELENBURG POSITION 

BACKREST ANGLE     

SEATING HEIGHT   

MAINS CONNECTION

DIMENSIONS (BETWEEN BASE TRIMS)

MAXIMUM LOAD 

Electrical

Electrical

6 (programmable)

2 keypads on the backrest + Foot-operated joystick

PUR melting, no seams, latex free, washable

Fire proof NºUL94HB

Metallic with automatic fold-down

Folding armrests

Variable height and inclination. Removable

Adjustable headrest optional

300º with brake on either side  

-10º inclination

From 90º to 190º

Max. 900 mm - Min. 520 mm

110/240v - 50-60Hz

600mm (w) x 730mm (h) 

200Kg
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RR. 75 cm
s.

MÁX. RR. 11. 115 5 cm
s.

MÍN. R. 78. 78. 78 cm
s.
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S p e c i f i c a t i o n s  a r e  s u b j e c t  t o  c h a n g e  w i t h o u t  n o t i c e


